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Section 1 Introduction

This manual provides installation, setup, operating, troubleshooting and maintenance Instructions for
your Mark 80DX Series Ophthalmic Chairs/Tables.
The chairs are manufactured and designed by:

Dexta Corporation
957 Enterprise Way
Napa, CA. 94558
(707) -255-2454 (707) —255-8520 FAX
Web site : www.dexta.com Email : sales@dexta.com

1-1 Chair Description
The Mark 80DX Series Ophthalmic Chair/Table has been designed for Cataract (Laser & Phaco) and
Facial Plastic Surgery

1-2 Shipping and Storage

Storage temperature: 32-105° F Humidity: 10-100%
Shipping temperature 32-105° F Humidity: 10-100%

1-3 Type of Equipment

k.

The Dexta Series of Ophthalmic Chairs and Tables are classified as:
Type B Medical Equipment

Duty Cycle = Intermittent 10%

Maximum Continuous Run = 25 seconds or less
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Section 2/Installation

Dexta recommends that you use an installer for mounting and setup of your chair. If you
do not have an installer, Dexta can provide a list of local installers in your area. Call
Customer Service M-F 7:30AM-4:00 Pacific Time

2-1 Unpacking/self installation

If you decide to install your chair yourself follow the instructions listed below:

A Caution

Remove staples carefully from chair packing. Staples may puncture skin.

A Prudence

Enlevez des agrafes soigneusement de I'emballage de chaise. Les agrafes peuvent
crever la peau.

2-2 Installation Instructions

A Caution

Weight of chair components may require two people to install chair

>

Prudence
Le poids de composantes de chaise peut exiger a deux personnes d'installer la
chaise

>

Caution
Ensure that the main power to the chair is off before commencing with the
installation.

>

Prudence
Garantissez que le pouvoir principal de la chaise est d'avant le fait de commencer
avec l'installation.
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Chair/Surgical Table Packed

e Chair/Surgical Table is shipped fully assembled

e Remove the screws along the bottom of the cardboard container

e Lift up the cardboard container

e Chair/Surgical Table is secured to the pallet by wooden strips at both ends of the
Chair base.

e Once the Chair/Surgical Table is free from the pallet lift over the side board and
slide the Chair/Surgical Table onto a dolly to move to its final location.

2-3 Installation Instructions wired to main power supply

A Caution

Ensure that the main power to the chair is off before commencing with the
installation.

A Prudence

Garantissez que le pouvoir principal de la chaise est d'avant le fait de commencer
avec l'installation.

Same instructions as Section 2-2 except the chair is hard wired electrically. Connect the incoming
power line to the terminal strip mounted on the component base plate utility opening and connect to
terminal strip that is marked L, N. G.

2-4 Stabilizing Mark 80S Series Base:

If your floor is uneven follow the instructions listed below:

Locate the black crowns at the four corners of the Chair/table’s base.

Use a % inch wrench to remove the crown. Use the special adjustment tool, in the
Manual & Setup Kit, to adjust the height of the chair/table base.

A Caution

Carefully read operating instructions in Section 3-1 before attempting to operate
chair

A Prudence

Lisez soigneusement des instructions opérantes dans la Section 3-1 avant le fait
d'essayer de faire marcher la chaise
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A Caution

Electric Shock Hazard: Do not remove cover on base of chair
Refer servicing to Qualified Service Personnel

A Prudence

Le Hasard de Décharge électrique n'enléve pas de couverture sur la base de

chaise
Renvoyez I'entretien au Personnel de Service Qualifié

L 2 A

‘ Dispose of carton and packing material in accordance with existing
Federal, State and local environmental control regulations. The cardboard
material is recyclable and the packing foam is biodegradable




Section 3/Standard Features and Operating Instructions

3-1 Standard Features
The Mark 80DX Series Ophthalmic Surgery Chair/Table

Mark 80DS
Electrically operated back with synchronized foot
Electrically operated base
Electrically operated tilt
DEXTRAK rail accessory system
Trendelenberg
Corded remote foot control with dismiss function
Comfort form arms (removable)
Emergency Stop Switch (EMO)
On/Off Switch-Circuit Breaker (Illuminated)

3-2 Optional Features
e Swivel
o Casters (Raises height 37)

A Caution

Attaching non-approved items to your Dexta table/chair may cause improper
operation, damage to the equipment, patient endangerment and/or may void your
warranty.

A Prudence

Le fait d'attacher des articles non-approuvés a votre Dexta présente/préside peut
provoquer l'opération impropre, le dommage a I'équipement, la mise en danger
patiente et-ou peut le vide votre garantie
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A Caution

Do not use this Dexta table/chair in a potentially explosive gas mixture
environment or near flammable anesthetics.

A Prudence

N'utilisez pas ce Dexta présentent/président dans un environnement de mixture
potentiellement explosif du gaz ou prés des anesthésiques inflammables.

3-20perating Instructions

A Caution

All personnel who will operate this Surgical Table/Chair should be acquainted
with the operational features of this equipment prior to patient use.

A Prudence

Tout le personnel qui fera marcher ce Chirurgical Présente/Préside devrait étre
mis au courant avec les caractéristiques opérationnelles de cet équipement avant
utilisation patiente.

Standard Foot Control

Model 80S Surgery Chair/Table incorporates a remote corded foot control with two pedals:
1) A pedal to activate the back with synchronized toe up and down

2) A pedal to raise the Surgery Chair/Table up and down (10 inches)

3) A pedal to activate tilt (80DS only)

4) Manual dismissive button returns the Chair/Table to Home Position

Foot Control Features

1) Back /Foot Control
These pedal positions the back and synchronized toe. It will recline flat into a surgical table
2) Base Pedal
Raises the Chair/Surgical Table up to 10 inches
3) Tilt control:
The Tilt pedal will position the surgical table/chair in a reclined position
4) Trendelenberg Position:

5) Manual Home control
To return the surgical table/chair to its upright seated position, continuously press down on
the Home Button. The Home position allows egress and ingress to the surgical table/chair.
Releasing the Home Button at any time will immediately stop the surgical table/chair
and lock this position




3-3Headrest

The U-Pro Headrest is standard with the 80DX

Incorporated in the U-Pro Headrest are two adjustable knobs

The left knob moves the patient’s head and neck forward or backward

The right knob articulates the patient’s jaw or forehead in or out while still maintaining
the position of the patient’s neck

The knob located in the center of the back surface of the chair back is used to move
the headrest to compensate for a patient’s height.

To move the headrest, simply loosen this knob, slide the headrest to the desired
position, and retighten the knob to secure the headrest.

The weight of your patient’s head stabilizes the cushion of the headrest

A Caution

If the headrest is not properly secured, the headrest may slip, when the patient is in

an upright position. Ensure the headrest knob is securely tightened before
attempting any surgical position

A Prudence

Si ’appui-téte n’est pas correctement protégé, I’appui-téte peut glisser, quand le
patient est dans une position droite. Garantissez que le bouton d’appui-téte est
solidement serré avant le fait d’essayer n’importe quelle position chirurgicale

3-4 Arms
80DX has removable Comfort Form Drop arms




Section 4 Technical Specifications

4-1 Mechanical Specifications

Chair Height Height Seat Full extension
Model/Base Weight Starting Finished Width w/Headrest Max lift Patient
Mark 80DX | 410 pounds J 22 Inches [21-31 22 inches 65 inches 400 pounds (60Hz)
unpacked inches 340 pounds (50Hz)

4-2 Electrical Specifications

Model Voltage Frequency | Amperage

Mark 80DX/610 Base 115/220 volts | 50/60 Hz 12/6 Amps
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Section 5 Upkeep and Maintenance

Dexta Surgical Table/Chairs require little maintenance or upkeep to ensure trouble-free use
of your Dexta Mark 80DX Surgical Chair follow the simple instructions in this section.

5-1 Recommended Yearly Maintenance

A Caution

Disconnect all main power to chair before proceeding.

>

Prudence
Débranchez tout le pouvoir principal de la chaise avant la procédure.

>

Caution
Read and follow instructions carefully before performing maintenance

>

Prudence
Lisez et suivez des instructions soigneusement avant la maintenance jointe.

Greasing Motor Drive Screws:

All Mark80DX Surgical Chairs have a base lift drive screw and depending on
Model two or three additional drive screws:

Base drive screw:

Raise chair to its maximum height and remove the side covers. This will expose the
drive Screw. Sparingly apply white lithium grease to the lift drive screw.

Seat and back motor screws

Put the chair in the flat position, this will extend the drive screws under the chair
and expose the motor drive screws. Apply a light coating of white grease.

Hinge Point Qiling:

Every hinge point has at least one hole by the hinge. Pull back the vinyl flap and add a
few drops of oil into these holes.
Reconnect power to chair and return to upright position
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5-2 Infection Control Methods

Barrier Technique Method

The Barrier Technique has proven effective in the preservation of surface finish and
appearance of your new equipment. Consult your supplier for information regarding
disposable barrier products.

Note:
Disposable barrier products should be used and changed between patients

l s A
"Environmental

Properly dispose of barrier products according to local and statute
requirements

Note:

Information regarding infection control may be obtained from OSAP-Office of
Sterilization and Asepsis Procedures Research Foundation, ADA-American Dental
Association, CDC-Center for Disease Control and OSHA-Occupational Safety and
Health Administration.

Note:

Dexta makes no representation as to the disinfection efficacy of any disinfectant
product. Questions about product efficacy should be directed to the specific
manufacturer of that product. We make no warranty expressed or implied
regarding any damage resulting from the use of any disinfectant. Damage and/or
discoloration of any surface are not covered by our warranty.




5-2
5-3 Chemical Disinfection Method

This is an effective disinfection method however care must be taken in the mixing
and use of the products. Wash your equipment frequently with a solution of warm
water and mild soap. This will minimize build-up of chemical residues.

A Caution

Follow manufacturer’s instructions regarding mixing and using of any cleaning
or chemical disinfectant. Chemicals may become corrosive if proper dilution rates
are not followed. This can result in damage to surface finishes.

A Prudence

Suivez les instructions de fabricant quant au mélange et a I’utilisation de n’importe
quel nettoyage ou de désinfectant chimique. Les produits chimiques peuvent
devenir corrosifs si les taux de dilution nécessaires ne sont pas suivis. Cela peut
s’ensuivre dans le dommage aux fins de surface.

5-4 Cleaning Dexta Chair

Frames:
The powder-coated metal parts can be cleaned with any non-abrasive spray or liquid cleaner.

A Caution

Use of an abrasive cleaner may damage upholstery. It may also stiffen and
measurably shorten the life expectancy of the upholstery.

A Prudence

L’utilisation d’un appareil de nettoyage abrasif peut nuire a la tapisserie. Il peut
aussi renforcer et raccourcir sensiblement I’espérance de vie de la tapisserie

5-5 Cleaning Dexta Chair Upholstery

Section9: Care/cleaning of the various upholsteries offered by Dexta.
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Section 6 TROUBLESHOOTING

Troubleshooting Guide

Mark 80DX Chair/Surgical Table

The following troubleshooting guide will cover the majority of service-related problems you may

encounter with your table.

PROBLEM

POSSIBLE CAUSE

CORRECTIVE ACTION

Entire unit does not work

No power to chair

Electrical breaker is tripped.

Check the breaker and turn on, if necessary.
If the chair has a line cord plug into an outlet

Reset breaker once, if it trips call Dexta
Product Support Department for assistance. *

If none of the above, call Dexta Product
Support Department for assistance. *

Motor does not work.
(back, tilt, base)

Motor wire is unplugged.

Motor limit switch is faulty

Ensure that all motor plugs are securely
connected.

Contact Dexta Product Support Department for
assistance or refer problem to a qualified
service Technician. *

Motor hums but chair
motor does not move
(base, back, tilt)

Motor runs but chair does
not move

Motor capacitor is faulty

Gears are stripped

Refer this problem to a qualified service
technician or call DEXTA Product Support
Department. *

Same as above

Chair makes noise

Lead screw needs
lubrication

See Section 6-1 for proper lubrication
instructions

Chair drifts under weight
(base, back, toe, tilt)

Lead screw set screws need
tightening

See Figure #12 to locate lead screw set screws.
Use the Allen wrench in the tool kit supplied
with the chair and tighten all set screws a
quarter turn. Do not exceed a quarter turn.

*For more information, call our Product Support Department




1-800-733-3982
M-F 7:30-4:00 Pacific Time
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Section 7 EMC Statement
7-1 Guidance and manufacturer’s declaration — electromagnetic
emissions



Test Results

EN 55011 Conducted Disturbance at AC Mains

The EUT met the conducted disturbance requirement of EN 55011 for a Class A4 device.
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EMC Report for Dexta Corporation on the 80DX w/ Tilt and 80 w/o Tilt Motor
File: 100879471 MPK-002

Page 52 of 66
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EN 55011 Conducted Disturbance at AC Mains
Intertek
Line Conducted Emissions 150 kHz - 30 MHz
EN 55011 Class A (Line 1) Peak

Operator: JA Model Number: 80DX/80
October 03, 2012 Company: Dexta Corporation
Frequency |PkLevel| Av Limit QP Limit Margin
Hz (dBuV) | (dBuV) (dBuV) dB
166884 50.8 66.0 79.0 -15.2
168615 51.7 66.0 79.0 -14.3
198919 50.9 66.0 79.0 -15.1
200651 48.9 66.0 79.0 -17.1
264289 50.6 66.0 79.0 -154
304983 47.8 66.0 79.0 -18.2
306282 48.3 66.0 79.0 -17.7
372597 55.0 66.0 79.0 -11.0
492914 46.6 66.0 79.0 -19.4
527423 50.1 60.0 73.0 -9.9
686912 48.0 60.0 73.0 -12.0
4.01E+06 47.1 60.0 73.0 -12.9
6.36E+06 52.6 60.0 73.0 -7.4
1.23E+07 51.0 60.0 73.0 -9.0

Test Mode: In-motion Mode 120V @ 60Hz
80DX/80
Temp.: 23.1C, Humidity: 35.8%

EMC Report for Dexta Corporation on the 80DX w/ Tilt and 80 w/o Tilt Motor
File: 100879471 MPK-002 Page 54 of 66
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EN 55011 Conducted Disturbance at AC Mains

Intertek
Line Conducted Emissions 150 kHz - 30 MHz
EN 55011 Class A (Line 2) Peak
Operator: JA Model Number: 80DX/80
October 03, 2012 Company: Dexta Corporation
Freq Y Pk Level | Av Limit QP Limit Margin
Hz (dBuV) (dBuV) (dBuV) dB
156061 48.9 66.0 79.0 -17.1
163853 48.0 66.0 79.0 -18.0
188529 60.8 66.0 79.0 -5.2
306282 47.7 66.0 79.0 -18.3
400578 54.0 66.0 79.0 -12.0
1.11E+06 48.4 60.0 73.0 -11.6
1.38E+06 50.2 60.0 73.0 -9.8
1.54E+06 50.8 60.0 73.0 -9.2
2.21E+06 49.7 60.0 73.0 -10.3
3.43E+06 50.1 60.0 73.0 -9.9
5.21E+06 57.5 60.0 73.0 -2.5
5.22E+06 57.5 60.0 73.0 -2.5
6.72E+06 49.5 60.0 73.0 -10.5
1.90E+07 47.1 60.0 73.0 -12.9
Test Mode: In-motion Mode 120V @ 60Hz
80DX/80
Temp.: 23.1C, Humidity: 35.8%

EMC Report for Dexta Corporation on the 80DX w/ Tilt and 80 w/o Tilt Motor
File: 100879471MPK-002 Page 55 of 66
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EN 55011 Conducted Disturbance at AC Mains

Intertek

Line Conducted Emissions 150 kHz - 30 MHz

EN 55011 Class A (Line 1)

Operator: JA Model Number: 80DX/80
October 03, 2012 Company: Dexta Corporation
Frequency Av Level QP Level Av Limit QP Limit Av Margin QP Margin
Hz (dBuv) (dBuV) (dBuV) (dBuV) (dB) (dB)
1.05E+07 0.8 7.0 60.0 73.0 -59.2 -66.0
Test Mode: In-motion, 120V @ 60Hz
80DX/80
Temp.: 23.1C, Humidity: 35.8%
Intertek
Line Conducted Emissions 150 kHz - 30 MHz
EN 55022 Class A (Line 2)
Operator: JA Model Number: 80DX/80
October 03, 2012 Company: Dexta Corporation
Frequency Av Level QP Level Av Limit QP Limit Av Margin QP Margin
Hz (dBuV) (dBuV) (dBuV) (dBuV) (dB) (dB)
150462 15 21.6 66.0 79.0 -64.5 -57.4
5.21E+06 12 -8.6 60.0 73.0 -58.8 -81.6
5.45E+06 1.2 20.7 60.0 73.0 -58.8 -52.3
1.02E+07 0.7 17.5 60.0 73.0 -59.3 -55.5
Test Mode: In-motion, 120V @ 60Hz
80DX/80
Temp.: 23.1C, Humidity: 35.8%
[ Results: Complies at 120V 60Hz
EMC Report for Dexta Corporation on the 80DX w/ Tilt and 80 w/o Tilt Motor
File: 100879471 MPK-002 Page 56 of 66



Chapter 8/Product Support and Warranty
8-1 Product Support (Domestic Only)

Dexta Corporation maintains a full-time Customer Service Department that is available from 7:30 AM
—4:00 PM (Pacific Time)
The number to call is (800-733-3982). Before or after regular business hours call the toll-free

number and when prompted dial X21 and leave a message. Our Customer Service Technician will
return your call during our normal business hours. Please have available the model & serial number of
the Dexta equipment when you call.

8-2Warranty (Domestic only)

DEXTA Corporation warrants its patient treatment and surgical chairs against defects in materials and
workmanship for a period of three (3) years on parts and one (1) year for labor from the date of
equipment invoice date.

If Dexta determines there is a defect in workmanship or material, DEXTA will (at its discretion) repair,
replace, or refund the purchase price of the product. If Dexta determines you must return equipment for
repair, Customer Service will issue a "return goods authorization". Any items authorized for return to
Dexta must be shipped freight prepaid. Warranty parts and authorized repaired equipment are shipped
by Dexta freight prepaid.

This warranty does not apply if the product has been damaged by accident, abuse, misuse (including
installation with incompatible products) misapplication, has been modified in any manner without the
written permission of DEXTA Corporation, or if any serial number has been removed or defaced. This
warranty is nontransferable.

THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED.
THE WARRANTIES OR MERCHANTABILITY AND FITNESS FOR SPECIFIED PURPOSE
ARE HEREBY FULLY DISCLAIMED. No DEXTA representative, agent or employee is
authorized to make any modification, extension, or addition to this warranty.

Note:
All Dexta Corporation equipment is custom built and cannot be
returned.

A Caution

Attaching non-approved accessory items to Dexta Equipment may cause damage to
the equipment, patient endangerment and/or may void your warranty

>

Prudence

Les articles auxiliaires non-approuvés faisants partie a I'Equipement Dexta
peuvent provoquer le dommage a I'équipement, la mise en danger patiente et-ou
peut le vide votre garantie

8-1




Note:

DEXTA equipment purchased and/or used in countries other than the United
States, please contact your local DEXTA distributor or sales representative for
your specific warranty and/or services. The above domestic warranty and
conditions apply to equipment sold directly by DEXTA Corporation and used in
the United States only.

8-3 INCIDENTAL and CONSEQUENTIAL DAMAGES

NEITHER DEXTA CORPORATION NOR ITS REPRESENTATIVES SHALL
BE LIABLE FOR SPECIAL INCIDENTAL OR CONSEQUENTIAL DAMAGES
OF ANY SORT RESULTING FROM ANY BREACH OF CONTRACT OR OF
WARRANTY OR RESULTING FROM ANY DEFECT OR CAUSE. NEITHER IS
DEXTA UNDER ANY LEGAL THEORY INCLUDING, BUT NOT LIMITED TO
LOST PROFITS, DOWN TIME, OR GOODWILL. Some states do not allow the
exclusion or limitation of implied warranties or liability for incidental or
consequential damages. If you reside in such a state, the above legal limitation or
exclusion may not apply to you. This warranty gives you specific legal rights, and
you also may have other rights which vary from state to state.

Note:

Freight is FOB Napa, CA

Sales Tax will be collected for all California based Doctors

All other States’ Sales Tax is the responsibility of the purchasing Doctor
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Section 9 Upholstery Cleaning and Caring Instructions

9-1 Ultrafabrics Cleaning and Caring Instructions

Simple Stains
e Remove Stain immediately
e Spot Clean with mild soap and water
e Air dry or dry quickly with warm setting of hair dryer

Tougher Stains

Remove Stain immediately
Clean Stain with Fantastik and Formula 409 brand spray cleaner
¢ Rinse with clean water
e Air dry or dry quickly with warm setting of hair dryer
Stubborn Stains

e Remove Stain immediately
e Use a mild Solvent
e Air dry or dry quickly with warm setting of hair dryer

Types of Simple Stains
Detergent

Ketchup, Mavyonnaise

Mild

Butter

Red Wine, Liquor

Coffee, Tea, Coca-Cola

Make-up, Face Cream, Lipstick

Machine Oil

Urine, Blood

Steak Sauce., Soy Sauce

Chocolate

Milk

K|l X[ X[ %[ %] %] %] %] %] %

ULTRAFABRICS, LLC 400 Executive Boulevard
Elmsford, New York 10523
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9-2 Care and Cleaning for BoltaFlex ColorGuard/Grand Sierra

Boltaflex® with PreFixx® protective finish.

This Boltaflex upholstery has been coated with PreFixx protective finish, designed to be cleaned easily,
over and over, without showing signs of wear. With PreFixx protection, it is possible to remove stains that
could never be removed before. Now, with test-proven stain resistance and clean ability, plus superior
abrasion resistance, PreFixx protected Boltaflex protects you from high maintenance costs and from
frequent upholstery costs.

PreFixx finish goes beyond previous protection.

1. Performance: State-of-the-art resistance to staining, abrasion; scuffing, burnishing and blocking
demonstrated
in repeated laboratory tests.

2. Durability: Resists stain penetration of the vinyl for unique/ long-term protection never before
possible. The superior stain resistance and improved wear properties help keep PreFixx-
protected Bo/taflex looking new far longer than other vinyl upholstery.

3. Easy Maintenance: Most common stains like dirt and smudges simply wipe off. Many difficult
stains like ballpoint ink can be cleaned with active solvents such as nail polish remover without
damaging the PreFixx finish, when following the recommended cleaning instructions.

Care and cleaning

Day-to-day soil. Remove ordinary dirt and smudges with a mild soap and water solution. Dry with a
soft, lint-free cloth or towel. For more difficult stains follow the instructions on special cleaning
problems. The use of vinyl “conditioners" or “protectorates” is not required nor are these recommended
for use on Boltaflex vinyl upholstery
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9-3 Special cleaning problems

Although vinyls protected with Prefix are resistant to most common stains, some fabric dyes have the
ability to create a permanent stain. To minimize any problems from these and other stains, it is
recommended that as soon as they are noticed all stains should be cleaned, making sure the
recommended cleaning agents are used in the following order.

Step 1 cleaner: Nonabrasive household cleaners to be used with a soft cloth or damp sponge.
e Formula 409® All-Purpose Spray Cleaner, Fantastik® Spray Cleaner
¢ Rinse cleaned area with fresh water and dry with a clean cloth.

Step 2 cleaner®: Solvent-type cleaner to be liberally applied with a soft cloth or damp sponge.
e Rubbing alcohol (isopropyl alcohol)
¢ Rinse cleaned area with fresh water and dry with a clean cloth.

Step 3 cleaner®: Strong, active solvent cleaners such as nail polish remover (acetone/water) to be
applied
with a soft cloth or damp sponge.
e Stain should be removed with less than six (6) rubs
o If stain persists after six rubs, stain has set and probably cannot be removed.
¢ Rinse cleaned area with fresh water and dry with a clean cloth.

*These solvents are highly flammable. Exercise proper care in cleaning and notify personnel
in area of danger. Wear rubber gloves during all cleaning activity. Use caution in cleaning
around buttons, stitching and wooden or decorative trim, since these solvents could seriously
damage such areas.
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9-4 Recommended cleaning solutions for PreFixx-coated Boltaflex.
Staining Agent Type of Cleaner

Spray Paint 1-2-3
Permanent Felt Tip Marker Pen 1-2-3
Ballpoint Pen 1-2-3
Lipstick 1-2-3
Yellow Mustard 1-2-3
Nicotine 1-2-3
Grease
Crayons

Eye Shadow
Betadine
Coffee

Tea

Hair Oil Tonic
Blood

Urine

Grape Juice
Olive Oil
Motor QOil
Chocolate
Ketchup
Baby Oil

-
|

II\)
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Boltaflex™ and PreFixx™ are trademarks of OMNOVA.
Formula 409™ is a trademark of The Clorox Company.
Fantastik™ is a trademark of Texize Division of Dow Consumer Products, Inc.

Boltaflex™ with

‘PreFixx

The original stain protector.

© 2003 OMNOVA Solutions Inc. * 175 Ghent Road- Fairlawn, Ohio
Phone 800-457-9900
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Section 10 Schematics

115 volts AC Input (Factory Default Setting).

220 volts AC Input (Factory set upon request)
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