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Introduction:         Dexta Cabinet Overview 

 
 Cabinet Overview 

Compact and elegant in design, Dexta's new cabinets are 100% computer ready. Dexta’s new cabinets 
are designed to totally isolate the electrical and computer compartments from the delivery water system - 
Dexta cabinets come standard with intake and exhaust vents, a thermostatically controlled fan and a 
surge suppressor. Most models can even accept a full-size CPU saving you big dollars on your next 
computer/cpu purchase.  

Constructed of cabinet grade plywood and durable laminates, Dexta cabinets come standard with many 
other top-quality features such as high impact FDA food approved polystyrene. These drawers are 
washable with full extension slides, a fully equipped modular delivery system and an auto-clavable 
vacuum system.  

Dexta cabinets are designed to utilize our new swivel monitor and keyboard mounts permitting the user to 
operate the computer from three different sides of the cabinet.   

Whether you prefer contemporary or traditional styling or somewhere in between, you will be impressed 
with the nearly endless range of surface finishes and colors to choose from - so you achieve just the right 
look. 

The Standard Series of Dexta Cabinets come with all the benefits and features listed above except the 
computer ready devices have been deleted for use in applications that use Laptops or no computers at all. 
 
This manual provides installation, setup, operating, troubleshooting and maintenance Instructions for your 
Mark 20X Series Surgery Chairs. 
The chairs are manufactured and designed by:                                                                                                                                                
              
  Dexta Corporation 
  957 Enterprise Way 
   
                                     (707) -255-2454 (707) –255-8520 FAX 
                              Web site : www.dexta.com Email : sales@dexta.com 
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Chapter 1: Unpacking and Installation Instructions 
 
1-1 Installer 
Dexta Corporation recommends an installer unpacks and sets up your new Dexta Cabinet. If you chose to 
perform the above tasks without an installer, instructions for unpacking and installation are contained in 
this chapter. 
 
1-2 Unpacking 
 

Dispose of the carton and packaging material in accordance with existing 
federal, state, and your local environmental regulations. The cardboard material is 
recyclable and the packing foam is biodegradable.  
 
Suggested tools: Needle nose pliers 
 
 

Caution:  
The carton contains sharp staples that can puncture the skin. 
 
Using the pliers remove the staples, lift open the carton top, and remove the top of the cabinet and set it 
aside. Lean the carton on its side and carefully slide out the Dexta Cabinet. Upright the Dexta Cabinet 
once the Dexta Cabinet is free from the box. Place the top lid back on the Dexta Cabinet and proceed to 
install the cabinet. 
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1-3 Installation of Dexta Cabinets  
 
         (Model 222 and 242 UL 60601-1/CSA-22. Approved) 
 

Note: 
Cabinets that are ETL APPROVED to UL 60601-1/CSA-22.2 must be stationary and 
permanently electrically connected.  
 
The Dexta Cabinet is provided with L-brackets to permanently secure the cabinet to the floor. To secure 
the Dexta Cabinet undue the five screws at the bottom of the cabinet. (See Figure #1A & 1 B) Lift the 
upper part of the Dexta Cabinet from the kick plate. Use the supplied L-Brackets to secure the kick plate to 
the floor. The kick plate has two half moon openings (See Figure #2) that will enable you to secure the L 
Bracket to the floor. Place the cabinet back on the kick plate and secure with the screws you previously 
removed. 
 
The Dexta Cabinets (Model 222 and 242) are supplied with an electrical cord w/o connector. This is 
mandated by the above-mentioned Medical Standard UL 60601-1/CSA-C22.2. The electrical cord must be 
permanently connected. 
 
The Dexta Cabinet (Models 223 and 243) has casters and an electrical plug on the end of the supplied 
electrical cord.      
 

Note: 
Any Mobile Cabinets with mains supply receptacles (see figure #3) cannot be 
approved to UL60601-1/CSA-22.2. This also applies even if the cabinet is permanently 
electrically connected. 
 
 
 

1-4 Installation Instructions for Manual Panel Mount Controller 
 

See figure #3 for proper connection of hoses for air and water connections. Hoses are color 
coordinated and designated on drawing shown in Figure #3. 
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1-5    Installation Instructions for Deluxe Central Vacuum Package  

with Auto-clavable Premium Valves 
 
Features of Deluxe Central Vacuum System 

 Connections for control vacuum system (See Figure #4 for example) 
 Solids connector with removable screen 
 One auto-clavable premium universal vacuum valve with 6-foot tubing 
 One auto-clavable premium saliva ejector with 6-foot tubing 
 Drain tubing ½” I.D. asepsis (7-foot) 
 Hydrocolloid drain provision 
 Vacuum canister-mounting brackets for wall or counter top  

 

 Installation of vacuum system 
 Connect vacuum hose to ½” Female Pipe Thread (See Figure #4) 

 
 Maintenance of Central Vacuum System 
         

 Clean the vacuum line daily with a non-corrosive, non-toxic, non-pathogenic       
                 liquid. This will keep the line odor free and clean.      
 Clean the screen daily in the solid’s collector cup daily. 

 

1-5 Installation Instructions for Asepsis Self-Contained Water System 
 Asepsis water system is factory mounted and connected along with the solids trap   
 Check pressure gauge reading: should be between 40-120 PSI 

.    

1-6 Installation of casters on mobile cabinet 
Attach casters supplied with the Dexta Cabinet per drawing shown in Figure #5. Use screws 
supplied with the casters to attach to kick plate of Dexta Cabinet.  
The most expeditious manner to apply casters is to remove top lid and lay Dexta Cabinet on its side.  
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1-7 Installation Instructions for Flat Screen Monitor Mount (Option) 



 
 The flat panel monitor mount is two pieces: a tube and post holding the monitor. (See 

Figure #6) 
 Separate the two pieces and push the post down in the hole in the top lid. Ensure that 

the post fits snugly when you hit bottom. If not put a little dab of silicon on the 
bottom of the post and push into place. 

 The upper piece with the flat plate mounts to the back of the flat panel monitor. Use 
the screws from the monitor to secure the flat panel monitor 

 Connect the cables to the monitor and pass the wires through the slots into the post 
and down into the computer section. 

 The flat panel monitor mount is setup to accept 75mm or 100mm VESA hole pattern 
 

1-8 Installation Instructions for Keyboard Mount (Option) 
 

 The Keyboard mount fits between the tube and the panel mount. 
 Follow the instructions listed in SECTION 1-7 and after you mount the monitor and 

connect the cables to the monitor pass the wires through the hole in the Keyboard 
Mount and then slide the slotted black Delrin (plastic) bushing into the hole and 
push the bushing into the top of the black post. 
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Chapter 2:    Identifying the Parts and Operating Instructions  



       
2-1 Operating Instructions for the Manual Panel Mount Control           

for two Hand pieces  
 

           Operation and Features   

The master on/off toggle controls air to the entire control system. It is located on the right front of 
the panel mount control.  

The drive air pressure gauge indicates the operating pressure of the selected hand piece. It is 
located on the left front of the panel mount control.  

The hand piece selector toggle controls which hand piece is active. The number one toggle position 
activates the low-speed hand piece and the number two position activates the high-speed hand 
piece. It is located on the front of the panel mount control, to the right of the drive air pressure 
gauge.  

The water coolant flow control knob controls water to hand piece number two. It is located on 
the front of the panel mount control, to the right of the hand piece selector toggle.  

The water coolant on/off toggle controls the air signal to the water coolant relay for hand piece 
position number two. It is located on the front of the panel mount control, to the right of the water 
coolant flow control knob.  

The drive air adjustment screws are located on the underside of the panel mount control, to the 
left of the syringe adjustment screws. Hand piece drive air pressures should be adjusted to the 
hand piece manufacturer's recommendation. See the section on adjustments.  

Syringe  

The controller comes with a standard Quick-Clean syringe. The syringe is packaged in a shipping 
envelope, with operating instructions and a repair kit attached. The syringe goes in the holder on 
the far-left side of the instrument holder bar.  

Foot Control  

The foot control is a standard disc style. Hand piece speed is controlled with the foot control 
disc. Varying pressure on the foot control disc controls speed. Air coolant is also provided 
when you step on the foot control disc.  

 
Adjustments/Syringe Block  
Syringe adjustment screws are accessible through the bottom panel of the panel mount control.  

Locations of adjustment screws are referenced as you face the front of the panel mount control. 
The adjustment screw for water is on the left (clear tubing is attached to this side of the block). 
The adjustment screw for air is on the right (blue tubing is attached to this side of the block).  

Use the 3/32" hex key provided with the control to make the adjustments. Turn the screws 
clockwise for less flow, counterclockwise for more flow. 
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 Caution 
All of the following adjustments should be made   



with a bur in the hand piece. Running a hand piece    without a bur 
can damage the hand piece. 

            

 Hand piece Drive Air Operating Pressure  
Refer to the manufacturer's literature to determine the recommended drive air operating 
pressure for your hand pieces.  

Use 3/32" hex key provided to make these adjustments. Install a bur in the hand piece to be 
tested. 

The master on/off toggle must be in the on position. With the hand piece selector toggle select the 
hand piece you want to adjust. Place the water coolant on/off toggle in the off position. Step on 
the foot control disc until the hand piece is running at maximum speed. 
 
Hand piece pressure adjustment screws are located to the left of the syringe adjustments screws. 
Using the 3/32" hex key adjust hand piece pressures. As you face the panel mount control the 
number one hand piece adjustment screw is on the left, and the number two hand piece adjustment 
screw is on the right. Turn the adjustment screw counter-clockwise until the pressure gauge reads a 
little more than the recommended operating pressure. Then turn the screw until the pressure gauge 
indicates the recommended operating pressure. Repeat this step for the remaining hand piece. Place 
the water coolant on/off toggle on the foot control in the on position (towards the blue dot). Install 
a bur in hand piece being adjusted. Press on the foot control disc until the hand piece is running at 
half operating speed. Adjust the water coolant flow control knob (same order left to right as hand 
piece positions on mounting bar) until a fine spray is present around the bur Very little water 
coolant is required to attain the appropriate spray pattern.  
Water Coolant Flow Control  

Place the wafer coolant on/off toggle in the on position. Install a bur in hand piece number two. 
Press on the foot control disc until the hand piece is running at half operating speed. Adjust the 
water coolant flow control knob until a fine spray is present around the bur. Very little water 
coolant is required to attain the appropriate spray pattern.  
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2-2 Operational Instructions for Asepsis Self-Contained Water System (Option) 



Normal Operation  

A. Install the bottle with water or solution you choose, in the selected bottle position.  

B. Place Master Toggle located on the bottom right rear of chassis in on position (to front).  

C. Check pressure gauge on front panel to assure that pressure reads 40 PSI, (Factory set at 40 
PSI). If pressure needs to be adjusted, use regulator located on the bottom left rear of the 
chassis. Clockwise to increase pressure and counterclockwise to decrease pressure.  

              
 

     Caution:  Pressure should not exceed 60 PSI  
 

             D. Systems that have two bottles include a bottle selector toggle, located on the                                                                     
bottom of the chassis between the bottles. The toggle switch selects one      
bottle at a time by moving toggle toward the bottle you want to use. (Both bottles can not be 
activated at the same time)  

E.  The Quick Disconnect located on the lower left corner of the front panel will provide solution to 
auxiliary equipment. The Quick Disconnect source is from the bottle only. The flow control 
valve above it controls the flow through the quick disconnect. Clockwise reduces flow and 
counter clockwise increases flow. 
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Air Purging Operation  

To air purge water lines in the dental unit use the procedure below.  
A. Place Master Toggle located on the bottom right rear of chassis in off position (to rear).  

B. Activate all Dental Unit instruments that use self-contained water, i.e. air water syringe, hand 
pieces, cup filler, and any other water using attachments. To flush the Quick Discount 
connection, you must insert male Quick Discount. Attach open-ended polyflow tubing and drain 
into proper receptacle.  

C. Activate Purge Toggle located on upper right comer affront panel. To air purge, place toggle in 
Purge position (down) 

D. Flush water lines until all liquid is gone. 

E. Return Purge Toggle to Off position (up).  

F. Follow Normal Operation instructions to continue use.  

 Changing Bottle  

A. Place Master Toggle located on the bottom right rear of chassis in Off position (to rear).  

                 B.   Remove empty bottle.  

                c. Replace with a filled bottle.  

D. Place Master Toggle located on the bottom right rear of chassis in on position (to front).  

 Surface Cleaning  

A. The water system should be wiped down with a mild detergent solution.  

B. Harsh detergents or chemicals should not be used.  
 

2-3 Operating Instructions for Cooling Fan (Computer Series Only) 
 A cooling fan is mounted inside the electrical compartment and is controlled by an 

adjustable thermostat 
 The thermostat is adjustable from 50-90 degrees. Once internal the temperature exceeds the   

set temperature the fan is energized and remains operative until the temperature drops 
below the set temperature 

 The fan exhaust should be at least 6 inches from any obstruction 
 
 

2-4 Operating Instructions for Adjustable Thermostat (Computer series only) 
 As indicated in the fan operations, there is an adjustable dial that ranges from 50-90 

degrees. This controls the temperature in the CPU section.  
 The lower the setting the longer the fan will be operating.  
 The cooling fan will maintain the CPU section about 10 degrees above ambient as a worse 

case.   
 

2-5    Operating Instructions for Surge Suppressor (Computer ready series only) 
Contained in the CPU section is a surge suppressor. This suppressor will offer protection 
against surges from the electrical line (limited to 704 Joules, 36000 amps Max spike 
current), on/off switch, 15amp circuit breaker and 3 available outlets for your computer and 
peripheral devices. 
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2-6 Operating Instructions for GFCI Hospital Grade Outlet 
 
The Hospital Grade GFCI outlet mounted on the side of the cabinet (see Figure#) operates similar 
to a circuit breaker. Except the GFCI detects a small leakage current either to ground or to another 
circuit. A circuit breaker trips in terms of amps while a CFCI trips in terms of milliamps. A breaker 
protects your circuit and a GFCI protects humans.  

 
 

2-7 Operating Instructions for Flat Panel Monitor Mount (Option) 
 Swivel feature with height adjustment 
 Lift monitor mount out of the post 
 Loosen set screws in Delrin bushing (use supplied (Allen wrench) 
 Adjust to desired height and tighten set screw 

 

Caution  
Do not over tighten the set screws 

 
 
\ 
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Chapter 3/Cleaning & Maintenance for Laminates 
 
3-1 Cleaning and maintaining the Laminate finish 
 

Note: 
See Appendix: A for instructions from manufacturers of Formica, 
Nevamar and Wilsonart.  
 

3-2 Cleaning and maintaining the Solid surface top 
 

Note:  
See Appendix B for instructions from manufacturers of Corian, 
Wilsonart, LG-HiMac, Avonite 

              

3-3 Maintenance of components: (Computer Ready Cabinet only) 
The only moving parts of the cabinet is the fan. Since the thermostat only turns the fan on for short 
durations, the fan should operate trouble free for many years.  
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Chapter 4 Technical Specifications for Computer Ready Cabinets 
 
4-1 Mechanical and Dimensional Specifications 
                         Computer Ready Cabinets    
  Suite16 Series 
  Model 212 -- Fixed Cabinet  
  16 wide x 28 deep x 30 ½ high 
  Model 213 -- Stationary Cabinet with casters 
   16 wide x 28 deep x 31     high  

Standard Drawer Dimensions 
3 drawers 8″ wide x 12″ deep x 2 ¼ ″ high 
2 drawers 8″ wide x 12″ deep x 5″      high    

              
                SpaceSaver Series 
                Model 222 – Fixed Cabinet  

 20″ wide x 28″ deep x 30 ½ ″ high 
                   Model 223 –Stationary cabinet with hidden casters 

     20″ wide x 28″ deep x 31″      high  
Standard Drawer Dimensions 

3 drawers 8″ wide x 12″ deep x 2 ¼ ″ high 
2 drawers 8″ wide x 12″ deep x 5″      high    

                    

                   Perfection Series 
   Model 242 -- Fixed Cabinet  
   24″ wide x 28″ deep x 30 ½ ″ high 
  Model 243 – Stationary cabinet with hidden casters  
   24″ wide x 28″ deep x 31″      high 

Standard Drawer Dimensions 
                        3 drawers 11 ¾″ wide x 12″ deep x 2 ¼ ″ high 

2 drawers 11 ¾″ wide x 12″ deep x 5″       high    

 
4-2  Standard Features: 

 Breadboard type pull out on Models 222 and 223  

 Keyboard type pullout on Models 242 and 243  

 Five high impact FDA Food approved polystyrene drawers with full extension slides  

 All plywood construction with a vast selection of laminate choices  

 Panel mount modular controller Manual control- 2 hand piece ready. One high speed, one 
low speed  

 On/off coolant control for HS hand piece  

 Hand piece selector toggle 

 Quick clean three-way syringe  

 Master shutoff/on toggle  

 Auto-cleavable central vacuum 

12 



 One saliva ejector  

 One high volume evacuator  

 Solids collector with strainer 

 Surge suppressor with circuit breaker 

 65 CFM fan  

 Dial type adjustable thermostat  

 Intake and exhaust vents  

 Isolated electrical & CPU compartment  

 Maximum allowable CPU size 7 ½″ W x 17"D x 18"H 

 Externally mounted GFCI   
 

4-3  Electrical Specifications 
 Cabinet Rating: 4 amps, 115 volts, 60 Hz 
 GFCI Rating, 1 amp, 115 volts, 60 Hz 
 Computer Compartment/Outlet Rating 2 amps, 115 volts, 60 Hz 

 
4-4 Specifications on the Manual Panel Mount Control 

Specifications can be found in Chapter 2, Section 2-1 
 

4-5 Specifications on the Asepsis Self Contained Water 
Specifications can be found in Chapter 2, Section 2-2 

 
4-6 Technical Information available upon request 

 Electrical Schematic 
 Component parts lists 
 Descriptions  
 Calibration Instructions 

 
4-7 Environmental Conditions for Storage and Transport 

 

Temperature range and humidity of -25 °c without relative humidity     
control and +70° c at a relative humidity up to 93%, non-condensing 

 

                         Temperature range of + 5 °c to + 40 °c; 
 

          Relative humidity range of 15 % to 93 %, non-condensing 
  

Atmospheric pressure range of 700 hps to 1060 hpa 
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4-8    Environmental operating conditions 

 



 
 

5-1 Product Support (Domestic Only) 
Dexta Corporation maintains a full-time Customer Service Department that is available from 7:30 
AM – 4:00 PM (Pacific Time)  
The number to call is (800-733-3982). Before or after regular business hours call the toll-free 
number and when prompted dial X21 and leave a message. Our Customer Service Technician will 
return your call during our normal business hours. Please have available the model & serial number 
of the Dexta CR Cabinet when you call. 
 

5-2 Warranty (Domestic only) 

DEXTA Corporation warrants its patient treatment chairs and surgical chairs against defects in 
materials and workmanship for a period of three (3) years on parts and one (1) year for labor from 
the date of original purchase.  
If you discover a defect, DEXTA will (at its discretion) repair or replace, or refund the purchase price of the product. If you must return the 
product, you must first obtain a "return goods authorization" from DEXTA and the item must be shipped prepaid.  

This warranty does not apply if the product has been damaged by accident, abuse, misuse (including 
installation with incompatible products) or misapplication, or has been modified in any manner 
without the written permission of DEXTA Corporation, or if any serial number has been removed or 
defaced. This warranty is nontransferable.  

THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR 
IMPLIED. THE WARRANTIES OR MERCHANTABILITY AND FITNESS FOR 
SPECIFIED PURPOSE ARE HEREBY FULLY DISCLAIMED. No DEXTA representative, 
agent or employee is authorized to make any modification, extension, or addition to this warranty.  

 

Caution 
Attaching non-approved accessory items to our Dexta Cabinet may 
cause damage to the equipment, patient endangerment and/or may 
void your warranty 
 
Note: 
DEXTA equipment purchased and/or used in countries other than the United 
States, please contact your local DEXTA distributor or sales representative for 
your specific warranty and/or services. The above domestic warranty and 
conditions apply to equipment distributed by DEXTA Corporation and used in 
the United States only.  

 
5-3 Terms and Conditions 

 NEITHER DEXTA CORPORATION NOR ITS REPRESENTATIVES SHALL BE LIABLE 
FOR SPECIAL, INCIDENTAL OR CONSEQUENTIAL DAMAGES OF ANY SORT 
RESULTING FROM ANY BREACH OF CONTRACT OR OF WARRANTY OR 
RESULTING FROM ANY DEFECT OR ANY OTHER CAUSE. NEITHER IS DEXTA 
UNDER ANY LEGAL THEORY INCLUDING, BUT NOT LIMITED TO, LOST PROFITS, 
DOWNTIME, OR GOODWILL. Some states do not allow the exclusion or limitation of implied 
warranties or liability for incidental or consequential damages. If you reside in such a state, the 
above limitation or exclusion may not apply to you. This warranty gives you specific legal rights, 
and you also may have other rights which vary from state to state.  
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Note:  
All Dexta Corporation equipment is built to Doctor Specifications. 
Therefore, once the equipment is shipped it cannot be returned for 
credit. 

 
  

Note: 
Freight is FOB Napa, CA 
Sales Tax will be collected for all California based Doctors 
All other States Sales Tax is the responsibility of the purchasing Doctor 
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Section 6/EMC Statement 
 
This equipment has been tested and found to comply with the limits for medical devices to IEC60601-1-2: 
1993. These limits are designed to provide reasonable protection against harmful interference in a typical 
medical installation. This equipment generates, uses, and can radiate radio frequency energy. If this 
equipment is not installed and used in accordance with the instructions, it may cause harmful interference 
with other devices in the vicinity. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to other devices, which can be 
determined by turning the equipment off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures: 
 
 Reorient or relocate the receiving device. 
 Increase the distance between the equipment. 
 Connect the equipment into a circuit different from the other device(s). 
 Consult the manufacturer or field service technician for help. 
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7-1 Cleaning and caring of your Dexta Cabinet with laminate sides and top. 



See attached manufacturers’ recommended cleaning and precautions. 
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Appendix A 
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Appendix B 
 

Cleaning and care of your Dexta CR Cabinet with solid surface top. 
See attached manufacturers’ cleaning and care recommendations. 
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Appendix C: See attached Schematic and Drawings 
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